
1 2 3 4 5 6 7 8 9 10 11 12

A

B

C

D

E

F

G

H

1 2 3 4 5 6 7 8

A

B

C

D

E

F

88
6 

20
0 

A2

- - -

G

DR. JOHANNES HEIDENHAIN GmbH
83301 Traunreut, Germany

D

53
46
40

40

7.
5

4.
2

10
5.

3

74
.4

13.5
20
28

18 13

10
5.

3

20

7.
5

5.
2

25

77
71 bei Magnetsockel
  if magnetic base

31

1
19

13

13.5
20
71

25

7.
5

4.
2

10
5.

3

12
4.

3

20

24
.6

11
8

7

48  0
-0.2

8.5

4.
64.5

120°

an_tt ID number: 1192582-01
Change No. C021342-20
Phase: Serie

Original drawing    TT 460 EnDat Tolerierung nach DIN ISO 8015
Tolerances as per DIN ISO 8015Scale Format TT 460Dimensions in

mm 1:1 A2 Anschlussmaße / Mating Dimensions
Allgemeintol. ISO 2768-mH   6mm: 0,2
General tol. ISO 2768-mH   6mm: 0,2

The reproduction, distribution and utilization of this document as well as the communication of its contents to others without express authorization is prohibited. 
Offenders will be held liable for the payment of damages. All rights reserved in the event of the grant of a patent, utility model or design. ( ISO 16016 )

Version Revision Sheet Page

1210889 01 C 01 1
of
1Document number

= Auslenkung radial 5.5mm, Auslenkkraft 1N 
  Radial deflection 5.5mm,  Deflection force 1N 
 
= Auslenkung axial 5mm, Auslenkkraft 8N
  Axial deflection 5mm, Deflection force 8N
 
= Antastelement
  Probe contact
 
= Späne und Kollisionsschutz
  Chip- and collision guard
 
= Magnetsockel
  Magnetic base
 
= Zubehör
  Accessories
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